
FEATURES & SPECIFICATIONS

Music is made to be shared. 
Proudly designed in Canada, the YU2 desktop mini-monitor will 
make you believe that big sound can come in a small package. 
With its built-in DAC, it can stream high-quality audio directly 
from your computer’s USB port, or connect directly to any 3.5mm 
AUX jack for maximum input flexibility. 3” composite woofers 
provide distortion-free bass and midrange, while the 3/4” silk 
dome tweeters effortlessly produce scintillating highs. A specially 
tuned bass-port on the rear extends the low end while keeping 
airflow away from your active workspace. If deep bass is your 
thing, simply connect a subwoofer to the sub-out port and revel 
in pure low-end bliss.

POWERED DESKTOP SPEAKERS
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 Tweeters 3/4” silk dome
 Woofers 3” composite
 Amplifier Type Class D
 Power Output  100 W peak power
  (50 W total RMS)
 Frequency Response 80 Hz - 20 kHz 
 Inputs 1 x 3.5 mm mini-jack AUX 
  1 x USB
 Outputs 1 x sub-out
 Speaker Terminals Active to passive knurled   
  five-way binding post
 Input Voltage / Frequency AC 100 V - 240 V 50/60 Hz 
Standby Power Consumption   < 0.5 W

 Dimensions (each speaker) 3.9” W x 5.3” D x 5.9” H 
  (10 x 13.5 x 15 cm)
 Net Weight (active) 3.1 lb (1.4 kg)
 Net Weight (passive) 2.9 lb (1.3 kg) 
 Gross Weight (boxed pair) 9.3 lb (4.2 kg)
 Shipping Box Dimensions 13.6” x 9.4” x 8.3” 
  (35 x 24 x 21 cm)
 

WALNUT
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TECHNICAL ILLUSTRATIONS

Supporting your digital lifestyle™

SILK DOME TWEETERS 
YU2 features 3/4” silk dome tweeters to deliver 
clear crisp highs. 

COMPOSITE DRIVERS 
The 3” composite woofers provide        
distortion-free, mid-range and bass tones 
- surprising performance for such a small 
speaker.

INPUTS AND OUTPUTS 
Use the AUX input with the included Kanto 3.5mm 
cable to connect any device with a headphone jack 
to your YU2. Lighten the load on your computer’s 
CPU by connecting directly to YU2’s built-in DAC 
via a USB cable for a fully digital, high-quality audio 
connection. If you want a little more kick, connect a 
powered subwoofer to the sub-out port. 
.
REAR BASS PORT 
YU2 has a rear bass port that has been 
carefully designed and tuned to eliminate port 
turbulence while extending bass response.

KNURLED BINDING POSTS 
The speaker connection from left to right 
uses high quality knurled binding posts. This 
standardized wiring system allows you to trim 
the included premium speaker wire to the 
desired length or purchase longer lengths for 
more versatility.

ACCESSIBLE VOLUME KNOB
Tucked neatly out of the way at the top of your 
active speaker, the smoothly rotating knob 
doubles as a power switch.
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WHAT’S IN THE BOX? 

User Manuals 

Power Cord Adhesive Rubber Feet Speaker Wire

USB Cable 3.5mm AUX Cable


